
EX-TRAFIRE®100SD
PLASMA POWER SUPPLY BY THERMACUT®  
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SPecificationS 

coMPaRiSon WitH coMPetitiVe PlaSMa cuttinG MacHineS 

EX-TRAFIRE® 100SD IS THE MOST Powerful SYSTEM IN IT´S CLASS. 

COMPETITOR 1

COMPETITOR 2

COMPETITOR 3

COMPETITOR 4

EX-TRAFIRE®  100SD 17KW outPut  PoWeR

16,4KW OUTPUT  POWER

16,6KW OUTPUT  POWER

14,2KW OUTPUT  POWER

11,3KW OUTPUT  POWER

aMPS (a) 30-100
inPut VoltaGe (Vac) 400±15%
PlaSMa GaS COMPRESSED AIR
ceRtification CE, C-TICK, CCC
ModeS CUTTING / GOUGING
fReQuencY (Hz) 50/60
MaXiMuM inPut PoWeR (KVa) 20.7
outPut VoltaGe (Vdc) 170 (EXTRA-BOOST 220V)
dutY cYcle @ 40 °c 50% @ 100A , 100% @ 80A
diMenSion (l × H × W) MM 560 x 400 x 265
WeiGHt (KG) 24
RecoMMended cuttinG caPacitY (MM) 35
SeVeRance cuttinG caPacitY (MM) 50
PieRcinG cuttinG caPacitY (MM) 25
aiR floW @ (lPM/BaR) 270 @ 5,5
MaXiMuM inPut PReSSuRe (BaR/PSi) 10/145
PRotection leVel IP23S
inSulation claSS H/F
cnc inteRface YES
induStRY 4.0 NO
tYPe of Hand toRcH FHT-EX®105H

Mild Steel cuttinG caPacitY in MilliMetReS
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RecoMMended

HeadQuaRteS and PRoduction

PHONE: +420 572 420 411

EMAIL: REDITELSTVI@THERMACUT.CZ

SaleS dePaRtMent

PHONE: (TOLL FREE) +420 800 174 389

EMAIL: SALES@THERMACUT.CZ

SeRVice and coMPlaintS dePaRtMent

PHONE: +420 572 420 453

EMAIL: P.BYSTRICKY@THERMACUT.CZ
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